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1.       Billion BiPAC 5500N-T 

 

 

 

 

 

 

 

 

 
 



    

 

2.                              
 Router Billion BiPAC 5500N-T 

 Adapter                 Modem 
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3.                                                     
 SSID (           WiFi) : true_homewifi_xxx 

 Key (    ผ่านส าหรับใช้งาน WiFi)                    : xxxxxxxx 

 Router Username/Password (รหัสผ่านส าหรับเข้าตั้งค่าอุปกรณ์) : admin / password 
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5.                   
      Reset             จิ้ม                    10-15                             

      WPS            –      Wireless 
o                                       Router                               WPS 
o                                        -           Wireless 
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7.                    
1. Power 
2.      ON/OFF 
3. LAN 1-4 

4. DSL                         
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9.           Router Billion BiPAC 5500N-T 
 DSL Standards 

o ANSI T1.413 issue 2 
o ITU G. 992.1 (G.dmt) 
o ITU G. 992.2 (G.lite) 
o ITU G. 992.3 (ADSL2) 
o ITU G. 992.4 (G.lite.bis) 
o ITU G. 992.5 (ADSL2+) 
o ITU G. 994.1 (G.hs)\ 

 Wireless Features 
o Compatible with IEEE 802.11b/g/n 
o Achieves 300Mbps data transfer rates 
o 64/128-bit WEP encryption security 
o WPA-PSK/WPA2-PSK authentication 
o TKIP/AES encryption security 

 Hardware Specification 
o One RJ-11 port for connection to WAN (forADSL line) 
o Four RJ-45 ports for 10/100 Base-T Ethernet LAN 
o One power switch 
o One power jack 
o Two 2dBi fixed antennas 
o One reset button to default setting 
o One WPS button 
o One WiFi button 

 Power Requirement 
o DC voltage: 12V, 0.5A 

 Operating Environment 
o Temperature 

 0°C ~ 40°C (standard operating) 
 -40°C ~ 70 °C (non-operating) 

o Humidity 

 10% ~ 90% (non-condensing, standardoperating) 
 5% ~ 90% (non-condensing,non-operating) 

 


